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Imagine a wearing course as strong as 

concrete, flexible as asphalt and joint free.  
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  CONTEC SOLUTIONS FOR ALL 

Brødrene Dahl, Randers Bridgestone-Firestone, Hinnerup  

Eldorado. Distribution Centre  Brd. Vestergaard, Hoerning 

 
Contec Aps. was established in 1993 but the people behind Contec Aps have experience with High Performance Con-
crete since 1985. MonoConfalt is a relatively new patent pending product that you can find in many countries around the 
world.  

® 

More information on: http://www.Confalt.dk 
 

® 

Strong - joint free - semi flexible  

Our range of pavements are suitable for a 
variety of bases and can be special de-
signed to the actual conditions. If you have 
special requirements to load capacity and 
frequency of use we are able to offer you 
the right solution.  
Please contact us for discussion about your 
local conditions. We have a yearlong experi-
ence with the Contec products and services.   

Strength 

N/mm ² *
Frequency Base

Asphalt Semi-flexible. Typically outdoor 2 - 8 High Asphalt

CBM Semi-flexible. Typically indoor 5 - 12 High CBM/Asphalt

No armour Semi flexible. In and outdoor 7 -20 High CBM/Asphalt

Armour Semi flexible. In and outdoor 15 - 30 Very high CBM/Asphalt

D. 5-6 cm Floating topping 80 - 120 Extreme high All types

D. 8-12 cm Floating topping 100 - 150 Extreme high All types

Ext. Armour Re-enforcing constructions 150 - 300 Extreme high "Any"

MonoConfalt ®

Ferroplan ®

Confalt ®

  Product                      *Strength dependent on sub base conditions



A JOINTLESS  WEARING COURSE WITH HIGH STRENGTH FOR HIGH LOADS . 
  

The time has passed where you had to choose between a concrete floor with high strength or the softer but joint less 
asphalt solution. Confalt is a proven system that combines the best properties from asphalt and concrete into a sustain-
able and well documented solution for areas you want to be joint free, but with a high load capacity of 2-12 N/mm².  
 
To build this unique surface an open graded asphalt is laid and filled with high strength Confalt mortar. The thin floating 
Confalt mortar is special developed to fill the air voids (28%) and is designed to have a fast setting time. This allow in-
dustrial floors, roads and other trafficked areas to be restored into service within 12-18 hours after application.  
  

Confalt mortar is manufactured by Contec ApS. in Denmark, who has more than 20 years of experience in developing 
special solutions with high strength concrete.   

 
 
CONFALT  PROPERTIES 
A Confalt topping is designed as an indoor or outdoor surface course for both new build and rehab. It is laid in a thickness 
of 3-9 cm. depending on the structure or condition of the sub bases. With new build, an early laying of CBM can function as 
a working platform during construction, to the benefit of the contractors. In some countries it opens up for a fast building 
process (see illustration below). When construction comes to an end Confalt is laid on the CBM and taken into full service 
within a few days. This gives an opportunity for an early opening for e.g. a supermarket, as vinyl or linoleum can be laid just 
hours after applying Confalt or for setting up racking 24 hours after finishing the floor. 
In a rehab situation Confalt is an attractive surface if the bases are of variable quality. 
 
Confalt is also ideal in e.g. distribution centers where the joint free surface offers high load capacity and minimized prob-
lems with dust, lost materials from forklifts and daily intensive cleaning.   

 CONFALT ®  

GREAT BENEFITS WITH CONFALT   

Perfect combination of strength and   
flexibility. 

Joint free topping indoor and outdoor. 

Extended lifetime on roads and outdoor 
areas compared to traditional asphalt. 

Temperature stability from -50ºC - 
+90ºC. 

Perfect suitable for high static loads. 

Freeze/thaw and de-icing salt resistant. 

Extremely dense microstructure with 
good chemical and wear resistance. Ap-
proved as liquid proof by DiBt Germany. 

Dramatically improved durability. 

Does not generate harmful dust. 

Fast laying and restoration. 

Comfortable surface for daily users. 

Many surface options. 

HIGH STRENGTH CONCRETE IS THE BINDER 
IN CONFALT. 
Confalt  is based on use of a Contec ce-
mentious binder with a special fine pow-
der, control of setting time, shrinkage con-
trol and a very low content of water.  In 
this way we are able to achieve a density 
and strength of the binder that is more 
comparable to granite than to concrete .  
 
A traditional concrete requires or creates 
joints which is eliminated with the use of 
Confalt. 

Test probe from Confalt on CBM 

MIXING AND LAYING 
The open graded asphalt is mixed at a hot 
mix asphalt plant. The base can be CBM, 
asphalt or concrete. After laying the open 
graded asphalt with an asphalt paver, the 
surface is roller compacted using a static 
roller to reach an even and uniform sur-
face. When the open graded asphalt has 
cooled down the Confalt mortar is mixed 
in a silo-mixing pump and afterwards 
flooding the open graded asphalt. The 
surface is finally pulled off with rubber 
squeegees to a uniform surface structure. 

TYPICAL  AREAS  OF USE FOR CONFALT  
Confalt is specially suited for use in areas 
where the wearing course is submitted to 
high loads from racks and mechanical loads 
from trucks, forklifts etc. If your base is of 
variable quality and/or your surface is ex-
posed to high frequency traffic. Confalt is an 
ideal new surface course for : 

Storage and high racking areas 

Industrial floors 

Shopping centres 

Sub base for linoleum, epoxy or carpets. 

Container terminals and harbours 

Airport aprons, taxi and runways 

De-icing and washing areas 

Bus stops and bus terminals 

Parking decks 

As rehabilitation of asphalt  
    and concrete floors 

At new build CBM can functions as an working 
platform during construction to the benefit of the 
contractors and building process. Final applica-
tion of Confalt surface course is finished and 
ready for service within a few days.  

Contec high strength binder is like microscopic 
ball bearings that lock the cement particles. By 
only adding very low volume of water, shrinkage 
is minimized and the surface gets a character of 
granite.  

CONFALT ®  

Open graded asphalt produced at asphalt plant 

The open graded asphalt is filled with Confalt 
mortar. 

Confalt mortar mixed at job site  

Fast laying with highly skiled contractors 


